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Summary

The United States (U.S.) Department of Energy (DOE) conducted a final quantitative analysis to
assess whether buildings constructed according to the requirements of the American National Standards
Institute (ANSI)/American Society of Heating, Refrigerating and Air-Conditioning Engineers
(ASHRAE)/Illuminating Engineering Society of North America (IESNA) Standard 90.1-2007 would
result in energy savings compared with buildings constructed to ANSI/ASHRAE/IESNA Standard 90.1-
2004. The final analysis considered each of the 44 addenda to ANSI/ASHRAE/IESNA Standard 90.1-
2004 that were included in ANSI/ASHRAE/IESNA Standard 90.1-2007. All 44 addenda processed by
ASHRAE in the creation of Standard 90.1-2007 from Standard 90.1-2004 were reviewed by DOE, and
their combined impact on a suite of 15 building prototype models in 15 ASHRAE climate zones was
considered. Most addenda were deemed to have little quantifiable impact on building efficiency for the
purpose of DOE’s final determination. However, out of the 44 addenda, 9 were preliminarily determined
to have measureable and quantifiable impact.

A suite of 225 computer energy simulations for building prototypes complying with ASHRAE 90.1-
2004 was developed. These prototypes were then modified in accordance with these 9 addenda to create a
second suite of corresponding building simulations reflecting the same buildings compliant with Standard
90.1-2007. The building simulations were conducted using the DOE EnergyPlus building simulation
software. The resulting energy use from the complete suite of 450 simulation runs was then converted to
energy use intensity (EUIL or energy use per unit floor area) metrics (Site EUI, Primary EUI, and energy
cost intensity (ECI)) results for each simulation. For each version of the Standard, these energy use
intensities were then aggregated to a national basis for each prototype using construction-floor-area based
weighting factors developed for each of the 15 U.S. climate zones using commercial construction data.
When compared, the resulting weighted energy use intensities showed that each of the 15 building
prototypes used less energy under Standard 90.1-2007 than under Standard 90.1-2004 on a national basis
when considering site energy, primary energy, or energy cost. The energy use intensities were also
aggregated across building types to a national commercial building basis using the same weighting data.
On a national basis, the final quantitative analysis estimated a floor-space-weighted national average
reduction in new building energy consumption of 3.9 percent for source energy and 4.6 percent when
considering site energy. A 3.9 percent savings in energy cost, based on national average commercial
energy costs for electricity and natural gas, was also estimated. These final results support a positive
determination of energy savings for Standard 90.1-2007.
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1.0 Introduction

In support of the United States (U.S.) Department of Energy’s (DOE) determination of energy
savings of American National Standards Institute (ANSI)/American Society of Heating, Refrigerating and
Air-Conditioning Engineers (ASHRAE)/Illuminating Engineering Society of North America (IESNA)
Standard 90.1-2007 (ASHRAE 90.1-2007), staff from Pacific Northwest National Laboratory’s (PNNL)
Building Energy Codes Program (BECP) prepared an assessment of the relative energy use for
commercial buildings designed to meet building design requirements found in ASHRAE 90.1-2007 as
opposed to meeting design requirements found in ASHRAE 90.1-2004.

This document provides an evaluation of the energy savings achieved from use of
ANSI/ASHRAE/IESNA Standard 90.1-2007 over its predecessor, ANSI/ASHRAE/IESNA Standard
90.1-2004. The evaluation was carried out using computer simulations of prototype buildings constructed
to both Standard 90.1-2004 and Standard 90.1-2007 across a range of U.S. climates. Each building
prototype used in the simulation analysis was first developed as a computer model in accordance with
design and construction requirements found in Standard 90.1-2004. Changes to the building model,
consistent with addenda published to Standard 90.1-2004 in the development of Standard 90.1-2007, were
made to reflect the building as constructed under the requirements of Standard 90.1-2007. The set of
Standard 90.1-2004 buildings and Standard 90.1-2007 buildings were simulated and energy use statistics
were extracted from each building model in the form of annual energy use by fuel type. The annual
energy use was then converted to energy use intensity (EUI) figures expressed in energy use per square
foot (ft?). Using weighting factors by building type and geographic area developed from 5 years of recent
construction data, these energy use statistics were then aggregated to national levels for each revision of
the Standard 90.1, both by building prototype and weighted across building type. DOE used this data to
assess whether a positive determination can be made for ASHRAE Standard 90.1-2007.

The document describes
e characterization of the building models,
e characterization of the addenda to be modeled for ASHRAE 90.1-2007,
o the simulation tool used,
o translation of the addendum into engineering parameters used in the computer simulations,

¢ use of Building Construction weights to aggregate results from simulations across building types and
locations into national results, and,

o results of the analysis with regard to the overall EUI for buildings under both Standards and the
energy and energy cost savings of the standard (expressed as a percentage change in EUI).
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2.0 Background

The Energy Policy and Conservation Act (EPCA), as amended by the Energy Policy Act (EPACT) of
1992, requires individual States to adopt commercial building energy standards that meet or exceed the
energy performance of ANSI/ASHRAE/IESNA Standard 90.1-1989. When this standard or any later
version of ASHRAE Standard 90.1 is amended, DOE is required to do a determination of energy savings
comparing the amended version and previous version of the standard to determine if the amended version
provides greater energy efficiency than the previous version and would therefore save energy in
commercial buildings. If DOE makes a positive determination of energy savings, individual States have
2 years after publication of such a determination to certify to DOE that they have updated their State
commercial building energy codes to meet or exceed the efficiency of the modified ASHRAE Standard
90.1. EPACT specifies that DOE has 12 months to make this determination from the time the ASHRAE
Standard 90.1 is amended. DOE has determined that amendment, in this context, is the publication of a
revised version of ASHRAE Standard 90.1 incorporated one or more addenda to Standard 90.1.

On December 30, 2008, DOE issued a positive determination of energy savings for Standard 90.1-
2004 that concluded that Standard 90.1-2004 “would achieve greater energy efficiency in buildings
subject to the code, than the 1999 edition (Standard 90.1-1999 or the 1999 edition).” 73 FR 79868.
Consequently, DOE has determined that Standard 90.1-2004 represents the baseline to which Standard
90.1-2007 requirements are compared for the purpose of a determination of energy savings for Standard
90.1-2007.

On September 3, 2010, DOE issued a preliminary determination that Standard 90.1-2007 would
achieve greater energy efficiency in buildings subject to the code, than the 2004 edition (Standard 90.1-
2004 or the 2004 edition). Accompanying that determination were two PNNL documents detailing the
qualitative' and quantitative” analyses that fed into the determination. Comments were accepted on the
preliminary determination until October 4, 2010. No comments were received on qualitative or
quantitative reports. The preliminary quantitative (numerical) savings report provided the basis of this
report.

This document provides the quantitative (numerical) savings estimate used for DOE’s final
determination of energy savings for Standard 90.1-2007. The quantitative savings estimate is obtained by
simulating a set of prototypical buildings under the requirements of Standard 90.1-2004, then again under
Standard 90.1-2007, and then comparing the results. Results are weighted by building type and climate
zone to obtain national average estimates.

! Halverson, M, B Liu, E Richman, and D Winiarski. May 2010. ANSI/ASHRAE/IESNA Standard 90.1-2007
Preliminary Qualitative Determination. Pacific Northwest National Laboratory. PNNL-19791

2 Halverson, M, B Liu, E Richman, and D Winiarski. May 2010. ANSI/ASHRAE/IESNA Standard 90.1-2007
Preliminary Determination Quantitative Analysis. Pacific Northwest National Laboratory. PNNL-19789
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3.0 Determination Process

DOE typically requests two types of analysis from the BECP in a determination of energy savings for
a revised Standard 90.1. The first is a qualitative analysis that attempts to identify all the changes made to
the baseline version of Standard 90.1 to create the revised standard and categorize the changes as having a
positive, negative, or neutral impact on energy efficiency in Standard 90.1. No attempt is made to
estimate the numerical energy savings either in absolute terms or as a percentage of baseline energy use in
the qualitative analysis. Rather, the qualitative analysis discusses qualitatively the significance of each
addendum in terms of energy consumption in buildings and whether it appears that the addenda will likely
save energy, result in higher energy use, or be largely neutral with regard to energy efficiency. Three
steps are typically undertaken in the qualitative analysis. The first step is to identify all changes made to
Standard 90.1. The second step is to estimate qualitatively the impact of each change on the energy
efficiency of Standard 90.1. The third step is to look at the changes and categorize them into those that
have a clear impact on stringency of requirements in the standard, and of these, those that can or cannot
be incorporated in DOE’s quantitative analysis.

The second type of analysis that BECP performs for DOE is the quantitative analysis of energy
savings on Standard 90.1. This analysis uses the results of the qualitative analysis to identify what
addenda should be incorporated into the building models used for whole building simulation. These
addenda are then reflected as changes in the particular building models to represent compliance with
Standard 90.1-2007.
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4.0 Addenda in Standard 90.1-2007

DOE prepared a qualitative assessment of the addenda to Standard 90.1-2007 and published it as a
web document in support of a final assessment of energy savings.' The qualitative analysis contains the
complete list of addenda processed by ASHRAE for ANSI/ASHRAE/IESNA Standard 90.1-2007. A total
of 44 addenda to 90.1-2004 exist. All addenda were applied to ASHRAE Standard 90.1-2004 to create
ASHRAE Standard 90.1-2007. ASHRAE/IESNA Standard 90.1-2007 incorporates ASHRAE Standard
90.1-2004 and addenda a, b, c,d, e, f, g, h,1,j,k, 1, m,n, 0,p, q, 1, s, t, u, v, X, y, aa, ab, ac, ad, ae, af, ag,
ah, ai, aj, ak, al, am, an, ap, aq, ar, as, at, and av to ASHRAE Standard 90.1-2004. The qualitative analysis
lists each addendum and describes how the text of the standard is affected by the change and how that
will likely impact the efficiency of new buildings constructed to the standard in the United States. The
qualitative analysis also identifies what portion of the standard is affected by the change. ASHRAE
Standard 90.1-2004 includes addenda that

e are purely editorial in nature,

e update prescriptive design and construction requirements for the envelope, lighting, and mechanical
sections of the Standard,

¢ update references to other documents,

¢ update the performance path option to compliance (the energy cost budget or ECB section of
Standard 90.1), and

o affect informative appendix material provided in Standard 90.1-2004 but are not part of the
construction and design requirements of the Standard.

For the quantitative analysis, DOE incorporated only addenda that modified the prescriptive
requirements of the Standard. In specific circumstances, particularly with regard to requirements for
certain heating, ventilation, and air conditioning (HVAC) equipment, addenda to Standard 90.1-2007
reflect changes to national manufacturing standards previously developed by DOE or enacted
independently through Federal legislation. Because the energy savings that are attributable to these
national manufacturing standards would accrue no matter what version of Standard 90.1 is considered and
regardless of whether they are reflected in the text of the Standards, DOE has not incorporated these as
changes contributing to energy savings for the purpose of the Determination. Table 4.1 shows all addenda
to Standard 90.1-2004.

! Pacific Northwest National Laboratory. ANSI/ASHRAE/IESNA Standard 90.1-2007 Determination Qualitative Analysis. 2010.
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Table 4.1. Addenda to ASHRAE Standard 90.1-2004, Changes Identified

Addenda | Section(s) Affected Description of Changes Approval Date
to ASHRAE ASHRAE | IESNA ANSI
90.1-2004 Standards Board of
Committee Directors
90.1-04a Informative This addendum clarifies how windows should be distributed in the baseline simulation 1/21/06 1/26/06 1/18/06 4/10/06
Appendix G model, clarifies how uninsulated assemblies should be treated in the baseline
simulation model, increases the size range for the use of packaged variable air volume
(VAV) systems in the baseline model, and provides more detail on how service hot-
water systems should be modeled. Many of these changes may affect the ultimate
performance rating of buildings using Appendix G. In addition, a reference was added
to ASHRAE Standard 140 establishing the method of testing of building energy
simulation software.
90.1-04b 6. Heating, Revises Table 6.8.1D and adds a definition for single-package vertical air-conditioner 6/25/05 6/30/05 8/3/05 8/3/05
Ventilating, and Air | and single-package vertical heat pump.
Conditioning
90.1-04c 5. Building This addendum revises the definition of building entrance to include vestibules and 6/25/05 6/30/05 8/3/05 8/3/05
Envelope clarifies the requirements and exceptions for vestibules in Section 5.4.3.4.
90.1-04d 12. Normative This addendum updates the references applicable to the building envelope and deletes 6/25/05 6/30/05 8/3/05 8/3/05
References references that are not cited in the standard.
90.1-04e 9. Lighting This addendum recognizes that track and busway type lighting systems can be limited 6/25/05 6/30/05 8/3/05 8/3/05
by circuit breakers and permanently installed current limiters in Section 9.1.4.
90.1-04f 6. Heating, This addendum modifies Tables 6.8.1A and 6.8.1B by raising the minimum efficiency 1/21/06 1/26/06 1/18/06 4/10/06
Ventilating, and Air | for three-phase air-cooled central conditioners and heat pumps to be consistent with
Conditioning Federal minimum standards effective 1/1/2008.
90.1-04g 6. Heating, This addendum amends the minimum efficiency levels of air-cooled air conditioners 1/21/06 1/26/06 1/18/06 4/10/06
Ventilating, and Air | and heat pumps in Tables 6.8.1 A and 6.8.1B greater than 65,000 k British thermal
Conditioning units (Btu)/hour (h) cooling capacity to be consistent with Federal minimum
standards effective 1/1/2010.
90.1-04h 6. Heating, This addendum revises the exceptions to Sections 6.4.3.1.2 and 6.4.3.6 by removing 1/21/06 1/26/06 1/18/06 4/10/06
Ventilating, and Air | specific exceptions on temperature and humidification dead bands for data processing
Conditioning centers.
90.1-04i 9. Lighting This addendum adds language to Section 9.1.4(b) that allows additional flexibility in 1/21/06 1/26/06 1/18/06 4/10/06
assigning wattage to luminaires with multi-level ballasts where other luminaire
components would restrict lamp size.
90.1-04;j 9. Lighting This addendum to Section 9.4.1.3 allows additional flexibility in complying with the 1/21/06 1/26/06 1/18/06 4/10/06
controls requirements by allowing additional combinations of commonly available
control equipment.
90.1-04k Informative This addendum revises Table A2.3 to add U-factors for screw-down roofs with R-19 1/21/06 1/26/06 1/18/06 4/10/06
Appendix A insulation.
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Table 4.1. contd

Addenda | Section(s) Affected Description of Changes Approval Date
to ASHRAE ASHRAE | IESNA ANSI
90.1-2004 Standards Board of
Committee Directors
90.1-041 12. Normative This addendum updates the reference to ASHRAE Standard 140. 1/21/06 1/26/06 1/18/06 4/10/06
References
90.1-04m 9. Lighting This addendum revises the exception to Section 9.2.2.3 to provide an option for 1/21/06 1/26/06 1/18/06 4/10/06
compliance that exempts the commonly used furniture mounted track lighting if it
incorporates automatic shutoff.
90.1-04n 5. Building This addendum revises Section 5.5.4.4.1 to provide an exception to allow a user to 1/21/06 1/26/06 1/18/06 4/10/06
Envelope take credit for partially opaque overhangs towards compliance with the maximum
SHGC requirements.
90.1-040 | Normative Appendix | This addendum increases the amount of international climatic data in Appendix D. 1/21/06 1/26/06 1/18/06 4/10/06
D
90.1-04p 9. Lighting This addendum modifies Exception (g) to Section 9.2.2.3 to allow for increased 1/21/06 1/26/06 1/18/06 4/10/06
lighting for medical- and age-related issues in addition to visual impairment.
90.1-04q 6. Heating, This addendum removes Exception (a) to Section 6.4.3.2 for HVAC systems serving 1/21/06 1/26/06 1/18/06 4/10/06
Ventilating, and Air | hotel/motel rooms and guest rooms.
Conditioning
90.1-04r 12. Normative This addendum updates the reference to Air Conditioning and Refrigeration Institute 1/21/06 1/26/06 1/18/06 4/10/06
References (ARI) 340/260 from the 2000 edition to the 2004 edition.
90.1-04s 6. Heating, This addendum updates language in the standard based on differences between 1/21/06 1/26/06 1/18/06 4/10/06
Ventilating, and Air | Standard 62-1999 and 62.1-2004. The reference has also been updated.
Conditioning and
12. Normative
References
90.1-04t 6. Heating, This addendum changes Table 6.8.1F to add an additional requirement of combustion 1/21/06 1/26/06 1/18/06 4/10/06
Ventilating, and Air | efficiency to the current requirement of thermal efficiency for boilers, which will
Conditioning and increase minimum efficiency. The reference in Section 12 has also been changed to
12. Normative reflect the change in the table.
References
90.1-04u Informative This addendum provides guidance for complying with the intent of the baseline 1/21/06 1/26/06 1/18/06 4/10/06
Appendix G building design for HVAC systems 5, 6, 7, and 8, which shall be modeled as floor-by-
floor HVAC systems.
90.1-04v 6. Heating, This addendum modifies the provisions of Section 6.4.3.8 to allow for demand control 1/21/06 1/26/06 1/18/06 5/10/06
Ventilating, and Air | ventilation.
Conditioning
90.1-04x 12. Normative This addendum updates the normative references in Section 12 and Informative 1/21/06 1/26/06 1/18/06 4/10/06
References and Appendix G for ATM-02 to ATM-04.
Informative
Appendix G
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Table 4.1. contd
Addenda | Section(s) Affected Description of Changes Approval Date
to ASHRAE ASHRAE IESNA ANSI
90.1-2004 Standards Board of
Committee Directors
90.1-04y 5. Envelope, This addendum adds a reference and method of test for deriving Solar Reflectance 6/24/06 6/29/06 6/18/06 3/3/07
12. Normative Index (SRI) (American Society for Testing and Materials (ASTM) Test Method E,
References, and 1980) for high albedo roofs. The changes in the standard were in both Section 5 and
Informative Informative Appendix G.
Appendix G
90.1-04aa 9. Lighting This addendum modifies Section 9.1 to clarify some lighting requirements. 6/24/06 6/29/06 6/18/06 3/3/07
90.1-04ab 11. Energy Cost This addendum corrects the referenced section in Tables 11.3.1 and G3.1; Heating, 6/24/06 6/29/06 6/18/06 3/3/07
Budget Method and | Ventilating, and Air Conditioning to Sections 9.1.3, 9.1.4, and 9.2.
Informative
Appendix G
90.1-04ac 3. Definitions and This addendum modifies the fan power limitation requirements in Section 6.5.3. 1/27/07 3/2/07 1/18/07 3/27/07
6. Heating,
Ventilating, and Air
Conditioning
90.1-04ad 5. Building This addendum changes the exception to Section 5.3.1.1 to add a requirement that the 2/5/05 2/10/05 2/3/05 3/14/05
Envelope values for solar reflectance and thermal emittance be determined by a laboratory
accredited by a nationally recognized accreditation organization, such as the Cool
Roof Rating Council.
90.1-04ae 11. Energy Cost This addendum clarifies that average lighting power density (LPD) for each thermal 1/27/07 3/2/07 1/18/07 3/27/07
Budget Method and | block should be modeled (originally listed as “Change to Section 9.2.1.1, Space
Informative Control” in Appendix F).
Appendix G
90.1-04ag Informative This addendum clarifies that only HVAC fans that provide outdoor air for ventilation 6/24/06 6/29/06 6/18/06 3/3/07
Appendix G need to be modeled as running continuously.
90.1-04ah 11. Energy Cost This addendum modifies the requirements in Table 11.3.1 for condenser heat 6/24/06 6/29/06 6/18/06 3/3/07
Budget Method recovery.
90.1-04ai 9. Lighting This addendum modifies the interior lighting power requirements for retail display 1/27/07 3/2/07 1/18/07 3/27/07
lighting in Section 9.6.2.
90.1-04aj 5. Building This addendum modifies the exception to Section 5.5.3.1 by adding the ASTM Test 6/24/06 6/29/06 6/18/06 3/3/07
Envelope Method E 1980—Standard Practice for Calculating SRI of Horizontal and Low
Sloped Opaque Surfaces.
90.1-04ak Table 6.2.1G, This addendum changes Table 6.2.1G to add requirements for cooling towers to 6/24/06 6/29/06 6/18/06 3/3/07
Performance be tested to CTI test procedures and to update the corresponding references in
Requirements for | Section 6.2.1.
Heat Rejection
Equipment, and
Section 6.2.1
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Table 4.1. contd.
Addenda | Section(s) Affected Description of Changes Approval Date
to ASHRAE ASHRAE | IESNA ANSI
90.1-2004 Standards Board of
Committee Directors
90.1-04al | Normative Appendix | This addendum corrects the terminology used in Section A2.3 for metal building 6/24/06 6/29/06 6/18/06 3/3/07
A roofs.
90.1-04am 11. Energy Cost This addendum modifies the VAV turndown requirements in Section 11 and 6/24/06 6/29/06 6/18/06 3/3/07
Budget Method and | Informative Appendix G in accordance to the requirements in Section 6.5.2.1.
Informative
Appendix G
90.1-04an 6. Heating, This addendum modifies the equipment efficiency requirements for commercial 1/27/07 3/2/07 1/18/07 3/27/07
Ventilating, and Air | boilers in Table 6.8.1F.
Conditioning
90.1-04a0 6. Heating, This addendum adds a footnote for increasing unit heater efficiency requirements 1/27/07 3/2/07 1/18/07 3/27/07
Ventilating, and Air | (requiring intermittent ignition devices, power venting, or flue dampers) to comply
Conditioning with federal law.
90.1-04ap 9. Lighting This addendum clarifies the intent of a “sales area” space in Table 9.6.1. 1/27/07 3/2/07 1/18/07 3/3/07
90.1-04aq 12. Normative This addendum updates the references to CTI documents. 1/27/07 3/2/07 1/18/07 3/3/07
References
90.1-04ar 6. Mechanical This addendum lowers the part-load fan power limitation from 15 horsepower (hp) to 1/27/07 3/2/07 1/18/07 3/3/07
10 hp in Section 6.5.3.2.1.
90.1-04as 5. Building This addendum modifies the opaque assembly requirements in Tables 5.5-1 through 5/18/07 6/4/07 6/4/07 12/18/07
Envelope 5.5-8.
90.1-04at 5. Building This addendum modifies the fenestration requirements in Tables 5.5-1 through 5.5-8. 5/18/07 6/4/07 6/4/07 12/18/07
Envelope
90. 1-04av 5. Building This addendum adds an exception to Section 5.5.4.4.1 to allow credit for overhangs 1/27/07 3/2/07 1/18/07 3/3/07
Envelope composed of open louvers toward compliance with the maximum SHGC
requirements.







5.0 Simulation Methodology

The purpose of the final quantitative analysis is to provide DOE with an evaluation of the relative
energy efficiency of the two versions of ASHRAE Standard 90.1 when taken as a whole. To the degree
that it can be considered representative of all commercial building construction, the final analysis
provides an estimate of the energy impact of the change in standards on commercial building energy
efficiency. The quantitative comparison of energy codes was based on whole building energy simulation
of buildings built to either the ASHRAE Standard 90.1-2004 or 90.1-2007. It is not feasible to simulate
all possible permutations of building design, nor are the data available to weigh correctly each possible
permutation in each possible U.S. climate as a fraction of the national building construction mix. Hence,
the quantitative analysis focuses on the use of prototype buildings that reflect typical construction
practices.

For the purpose of the final determination, DOE used a set of 15 building commercial building
prototypes based on DOE’s published commercial reference building simulation models' developed by
DOE in support of the DOE Building Technologies Program Net Zero Energy Commercial Building
Initiative.> The prototypes are implemented as building models for use with the EnergyPlus* whole-
building energy simulation software. In addition, for the simulation work, each prototype building is
assumed to be potentially situated in 1 of 15 climate zones, each corresponding to the 15 U.S. climate
zones used in the Standard 90.1-2004 and Standard 90.1-2007 versions. For each climate zone, a most-
representative location and corresponding typical meteorological year (TMY) weather file is identified,’
which results in 225 climate/prototype combinations.

The individual building models for each climate are then modified as needed to correctly reflect the
prescriptive requirements for Standard 90.1-2004 as required for each climate zone. DOE received input
from the ASHRAE Standard 90.1 Simulation Working Group in support of this effort, resulting in some
modifications to the DOE published commercial reference building models. In addition, for each of these
Standard 90.1-2004 compliant building models, a second, corresponding building with the same basic
design and use patterns, but which reflected the prescriptive requirements for Standard 90.1-2007, was
developed. This latter process was completed by review of each addenda; first establishing whether that
addenda would impact a given building prototype (based on the assumptions and descriptions of the
benchmark building components) and in which climates.

Each of the 450 resulting building models was then simulated using EnergyPlus, and the resulting
energy use was extracted by fuel type and by end use. The energy use data were then aggregated by fuel
type and, using the floor space for each prototype, were converted to EUI metrics for each fuel by
building prototype by climate and standard level.

Also referred to in previous literature as DOE’s Commercial Benchmark Building Models

2. U.S. Department of Energy—Office of Public Affairs. DOE to Pursue Zero-Net Energy Commercial Buildings: National
Renewable Energy Laboratory Announces Support for Clean Tech Open. August 5, 2008. Available at
http://apps].eere.energy.gov/buildings/publications/pdfs/corporate/ns/commercial_building_initiative_release_8_ 08.pdf

3. U.S. Department of Energy—Office of Energy Efficiency & Renewable Energy. Net-Zero Energy Commercial Building
Initiative: Commercial Building Benchmark Models. (Last accessed March 31, 2010.)
<http://www].eere.energy.gov/buildings/commercial_initiative/benchmark _models.html>

4. U.S. Department of Energy—Office of Energy Efficiency & Renewable Energy. EnergyPlus Energy Simulation Software
V3.0. Available at <http://apps].eere.energy.gov/buildings>

5. Wilcox, S. and W. Marion. Users Manual for TMY3 Data Sets. 2008. National Renewable Energy Laboratory: Golden,

CO. Report No. NREL/TP-581-43156 Rev. Available at <www.nrel.gov/docs/fy080sti/43156.pdf>
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DOE developed estimates of the new construction floor space that correspond to each
prototype/climate zone combination. It then used this data to develop the relative fraction of new
construction floor space represented by building prototype and within the 15 climate zones. Using the
EUI statistics from each building simulation and the corresponding relative fraction of new construction
floor space, DOE developed floor-space-weighted national EUI statistics by fuel type for each building
type and standard level. DOE then added these fuel-specific EUI estimates to obtain national site energy
EUI by building type and standard level. DOE also applied national average fuel prices data and national
average primary energy fuel conversion rates data to the fuel-specific EUI data to obtain estimates of
national primary energy EUI and national energy cost intensity (ECI), again by building type and by
Standard 90.1 level. DOE examined the national results by building prototype to determine which
building types would show a reduction in energy use under Standard 90.1-2007.

Finally, DOE used the relative floor space data for each of the building types nationally to weight the
EUI and ECI statistics by building type to arrive at national site EUI, primary energy EUI, and ECI values
for buildings constructed under both versions of Standard 90.1. This quantitative assessment of the
change in EUI/ECI by building type and nationally was used to support DOE’s final determination of
energy savings for Standard 90.1-2007

The approach taken is not comprehensive to all buildings. The analysis assesses the relative energy
impact of the standard by simulation of prototypical examples of buildings of various types reflected in
the overall building population. It is recognized that there will be specific requirements of the standard
that will not be amenable to simulation within the scope of this analysis. For most of these specific
requirements, any differences in requirements will suggest an obvious stringency change between the
standards, and this has been explored in the qualitative analysis done in parallel to this quantitative
assessment.
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6.0 Building Types and Model Prototypes

Fifteen DOE prototype buildings (Table 6.1) were used in the DOE final quantitative analysis. A 16"
DOE prototype or reference building model, supermarket, was not used for the final quantitative analysis
because an extant benchmark was not available at the start of the Determination process. Each DOE
reference building model building is defined as characteristic of a certain class of buildings, mostly
corresponding to a classification scheme established in the 2003 DOE/Energy Information Administration
(EIA) Commercial Building Energy Consumption Survey (CBECS).! CBECS categorizes commercial
buildings using variables principal building activity (PBA) and PBAplus for more specific activities,
separating the commercial sector into 29 PBA categories and 51 further subcategories. DOE relied
heavily on these classifications in determining the buildings to be represented by the set of reference
building models. By mapping CBECS observations to each prototype, DOE also used the CBECS
building characteristics data to develop reference buildings that could best typify the building stock
represented by each. Multi-family housing buildings are not included in CBECS but are covered by
Standard 90.1 if over three stories high. Consequently, DOE developed a mid-rise apartment building to
add to the original reference building prototypes identified through the review of CBECS. The
characteristics of the mid-rise multi-family were developed from data in a separate study by PNNL.?

In the case of office buildings, one of the largest PBA categories in terms of square footage of stock,
DOE determined that the wide variation in building design and equipment use made determining a
“typical” office design difficult. Consequently, DOE developed three sizes and form factors characteristic
of small, medium, and large office buildings to reflect the wide variation of office building design.

Table 6.1. ASHRAE Commercial Reference Building Models

Building Type Building Prototype Prototype tljloor Area
S
Office Small Office 5,502
Medium Office 53,628
Large Office 498,588
Retail Stand-Alone Retail 24,692
Strip Mall 22,500
Education Primary School 73,959
Secondary School 210,887
Healthcare Outpatient Health Care 40,946
Hospital 241,501
Lodging Small Hotel 43,202
Large Hotel 122,120
Warehouse Non-Refrigerated Warehouse 52,045
Food Service Fast Food Restaurant 2,501
Sit-Down Restaurant 5,502
Apartment Mid-Rise Apartment 33,741
1. U.S. Energy Information Administration. 2003 Commercial Buildings Energy Consumption Survey—Overview of

Commercial Buildings Characteristics. (Last accessed March 31, 2010.)
<http://www.eia.doe.gov/emeu/cbecs/cbecs2003/introduction.html>

2. Gowri, K., M. A. Halverson, and E. E. Richman. Analysis of Energy Saving Impacts of ASHRAE 90.1-2004 for New York.
2007. Pacific Northwest National Laboratory: Richland, WA. Report No. PNNL-16770.
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To keep the building set manageable, the basic form factor and equipment selection for each
reference building was developed to be most typical of construction on a national basis. It is thus
characteristic of a specific construction. Regional variation in form factor, size, or design differences such
as equipment selection are not represented in the group of reference buildings.

As stated, the original basis of the building models used in the final quantitative analysis is the new
construction set of reference building models posted by DOE that are believed to represent typical new
building architectural program and design, and use ASHRAE 90.1-2004 as the basis for many
construction specifics. Each of these DOE benchmark buildings was subsequently vetted through the
ASHRAE Standard 90.1 subcommittee to clarify further construction and operation assumptions by
building type and to confirm that the building models accurately reflect the requirements of Standard
90.1-2004. Because this review process resulted in some modification of assumptions from the original
DOE reference building models, this revised second set of 15 prototypes actually used in the final
quantitative analysis is referred to as the ASHRAE reference buildings (or the prototypes). ASHRAE’s
Standard 90.1 Standing Standards Product Committee (SSPC) is working with DOE to use this set of
ASHRAE reference buildings to establish the energy benefits of ongoing addenda being considered for
subsequent versions of Standard 90.1. DOE has posted both ASHRAE 90.1-2004 and ASHRAE 90.1-
2007 compliant versions of these 15 reference buildings on the DOE website for the as background
information for DOE’s final determination at
http://www.energycodes.gov/implement/determinations 90.1-2007.stm. The 90.1 SSPC reviews have
already resulted in changes to some of the original DOE-developed reference buildings, and it is
anticipated that further updates will result in a single set of reference building models.

The 15 building-type categories used in the final quantitative analysis together reflect approximately
80 percent of the total square footage of commercial construction, including multi-family buildings
greater than three stories, covered under ASHRAE Standard 90.1.

6.2


http://www.energycodes.gov/implement/determinations_90.1-2007.stm

7.0 Inclusion of Addenda by Building Type

In the qualitative analysis, DOE identified nine specific addenda that would have a measurable impact
using the simulation methodology and would be modeled. DOE examined each of the 44 addenda to 90.1-
2004 and specifically identified which of the ASHRAE reference building models would be affected by
the addenda and modified to reflect inclusion of the addenda for the final quantitative analysis. Where an
addendum was believed to have no readily discernable energy impact, this was also identified. For certain
addenda, DOE determined that while the addenda may have an impact on commercial building energy
use, the analysis methodology could not readily capture that impact, usually because the energy using
building feature impacted was not represented in any of the reference building models.

In addition, an underlying theme in the final quantitative analysis was that the quantitative analysis
reflects real changes to building code requirements that would be expected to be either required by States,
or whose impact on energy use be reflected in revised State building codes (since EPCA requirements for
State building codes do not explicitly require adoption of 90.1 or specific addenda but rather that overall
updated building code efficiency be equivalent to that of the last version of Standard 90.1 for which DOE
issued a positive determination). This theme results in special treatment of addenda in two key areas;
ventilation requirements and equipment efficiency changes.

7.1 Ventilation

The final quantitative analysis assumed the same base ventilation level for buildings constructed to
Standard 90.1-2004 and Standard 90.1-2007. Neither edition of Standard 90.1 specifies minimum or
maximum ventilation rates for commercial building construction. ASHRAE has a separate ventilation
standard for commercial construction, ANSI/ASHRAE Standard 62.1, “Ventilation for Acceptable Indoor
Air Quality.” This ventilation standard is cited only in a few specific requirement exceptions within the
mechanical sections of either ASHRAE 90.1-2004 or ASHRAE 90.1-2007, with each edition referencing
a different version of Standard 62.1. ASHRAE 90.1-2004 lists ASHRAE 62.1-1999 in its table of
references, and ASHRAE 90.1-2007 lists ASHRAE 62.1-2004 in its table of references. The most recent
version of ASHRAE Standard 62.1 is now Standard 62.1-2007."

Ventilation rates can have significant impact on the energy use of commercial buildings. States and
local jurisdictions typically specify the ventilation requirements for buildings within their respective
building codes and set these requirements independent of the energy code requirements. Because of the
limited and oblique references to ventilation requirements (through exceptions to actual requirements)
within either edition of ASHRAE 90.1, the requirements that States certify that their energy codes meet or
exceed the latest version of ASHRAE 90.1 will in general not require modification of State ventilation
code requirements. DOE recognizes that in many cases, State ventilation requirements can be traced back
to requirements found in one or another version of ASHRAE Standard 62.1. For the quantitative analysis,
DOE assumed ventilation rate for the simulation prototypes based on the requirements of ASHRAE 62.1-
2004. DOE also performed a sensitivity analysis which calculated the quantitative impacts assuming a
ventilation rate based on ASHRAE Standard 62.1-1999.

1. American Society of Heating, Refrigerating and Air-Conditioning Engineers, Inc. ASHRAE Standard: Ventilation for
Acceptable Indoor Air Quality. 2002. ASHRAE: Atlanta, GA. ANSI/ASHRAE Addendum 620 to ANSI/ASHRAE
Standard 62-2001. Available at
<http://www.ashrae.org/content/ ASHRAE/ASHRAE/ArticleAltFormat/200377135714_347.pdf>
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7.2 Equipment Efficiency and Mandatory Federal Efficiency
Standards

Both Standard 90.1-2004 and Standard 90.1-2007 contain specific tables of HVAC and service water
heating equipment efficiency requirements. Most, but not all, of the equipment classes shown in these
Standard 90.1 tables have minimum Federal efficiency standards applied to them. The overlap between
Federal efficiency standards and the requirements shown in ASHRAE 90.1 as a model code result in
specific complications for an analysis used to inform a DOE determination of energy savings. In some
instances, a revised version of Standard 90.1 will adopt an existing Federal efficiency standard into its
tabulated efficiency requirement, typically with the same effective date as provided by the Federal
standard. Since that mandated equipment efficiency will be enforced as a manufacturing standard
regardless of whether it is represented in Standard 90.1, the inclusion of the requirement in the ASHRAE
standard has no real energy impact. DOE’s quantitative analysis methodology includes any equipment
efficiency improvements mandated by Federal equipment efficiency standards, either established by DOE
or by legislation but not initiated by addenda to ASHRAE 90.1-2004 in the ASHRAE 90.1-2004 baseline.
This prevents inclusion in the quantitative analysis energy savings that would occur in new building
construction (due to these mandated equipment efficiency improvements) regardless of the use of
Standard 90.1-2004 or Standard 90.1-2007 as the basis for State building codes and prevents an incorrect
biasing of the quantitative analysis toward positive energy savings from federally mandated equipment
efficiency improvements. Not including credit for these addenda in the quantitative analysis is consistent
with the approach used in previous DOE determinations.

Historically, Standard 90.1 has provided for improved efficiency in mechanical equipment with
primarily commercial applications, using effective dates that occur after the standard is published,
typically 2 or 3 years after publication. It has done so primarily to give manufacturers time to make
available higher efficiency equipment on the market for those States adopting the revised Standard 90.1
efficiency levels. For most of this commercial HVAC and service water heating equipment, revisions to
ASHRAE also serve as a trigger for DOE to revise minimum manufacturing efficiency standards for this
equipment. Revised minimum manufacturing standards set by DOE for this equipment are generally
subject to a provision that they be no less efficient than those shown in the most recent version of
ASHRAE 90.1; however, manufacturing standards generally will not be in effect for between 2 to 4 years
after they are in effect in the ASHRAE standard. (42 U.S.C. 6291 et seq., as amended; EPCA)

For this reason, the publication of commercial equipment efficiency improvements in a revised
Standard 90.1 results in improved efficiency in commercial buildings, particularly for States and
jurisdictions that adopt Standard 90.1 efficiency requirements prior to these requirements being adopted
as Federal manufacturing standards. In addition, because it serves as a trigger for a broader DOE
rulemaking on Federal manufacturing standards, the publication in Standard 90.1 will eventually have an
impact on efficiency of commercial buildings in all U.S. jurisdictions. However, a concern for the final
determination is how to treat an addendum to Standard 90.1, which results in an increase in commercial
equipment efficiency in the far future. In the case of Standard 90.1-2007, ASHRAE set the effective date
of certain of these revised efficiency levels as far out as 2020, 13 years from the original publication date
of Standard 90.1-2007. Because Standard 90.1 is currently revised in a 3-year cycle, DOE preliminarily
determined that it would only include the effect of equipment efficiency changes in the Standard 90.1-
2007 whose effective date in Standard 90.1 is within 3 years of the date of the publication of the revised
standard. Efficiency improvements with effective dates greater than 3 years after publication will be
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considered in DOE’s determinations about forthcoming editions of Standard 90.1. In the particular
instance for the Standard 90.1-2007 Determination, Addenda 90.1-2004an establishes revised efficiency
requirements for certain steam boilers for 2020. None of the ASHRAE reference building models used
steam boilers, but even if they had, the impact of this efficiency improvement would not have been
analyzed in the quantitative analysis according to this principle.

Table 7.1 identifies each of the Standard 90.1-2004 addenda and indicates which of the ASHRAE
reference building buildings were modified to capture the impact of the addenda. Addenda judged to have
no significant impact on the quantitative analysis are identified as no impact. Addendum with potential
impact, but not addressed in the quantitative analysis, are also identified in the column titled “Savings
Will Not be Captured.” In some cases, where an addendum may impact the ECB compliance path in
Standard 90.1, it is shown as having no impact on the quantitative analysis, but also that any savings will
not be captured.
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Table 7.1. Addenda Included in Quantitative Analysis and Affected Building Models

Addendum

Section
Affected

Description

Large Office

Medium Office

Hospital

Warehouse

Mid-Rise

Apartment

Small Office

Stand Alone

Retail

Strip Mall Retail

Primary School

Secondary

School
Fast-Food

Restaurant

Sit-Down
Restaurant

Small Hotel

Large Hotel

Outpatient
Health

No Impact

Savings Will Not
be Captured

90.1-04a

Appendix G

Clarifies window distribution,
treatment of un-insulated
assemblies, increases size range for
use of packaged VAV systems, and
provides more detail on hot water
system modeling. Also adds
reference to ASHRAE Standard 140.

>

>

90.1-04b

6. HVAC

Revises Table 6.8.1D and adds a
definition for single-package vertical
air-conditioner and single-package
vertical heat pump.

90.1-04c¢

5. Envelope

Revises the definition of building
entrance to include vestibules and
clarifies the requirements and
exceptions for vestibules in Section
5.43.4.

90.1-04d

12. Normative
References

Updates ASTM and National
Fenestration Rating Council (NFRC)
references.

90.1-04e

9. Lighting

Recognizes that track and busway
type lighting systems can be limited
by circuit breakers and permanently
installed current limiters in Section
9.14.

90.1-04f

6. HVAC

Modifies Tables 6.8.1A and 6.8.1B
by raising minimum efficiency for
three-phase air-cooled central air
conditioners and heat pumps <
65,000 Btu/h to be consistent with
Federal minimum standards.

NO CREDIT GIVEN IN
DETERMINATION
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Table 7.1. contd

Addendum

Section
Affected

Description

Large Office

Medium Office

Hospital

Warehouse

Mid-Rise

Apartment

Small Office

Stand Alone Retail

Strip Mall Retail

Primary School

Secondary School

Fast-Food
Restaurant

Sit-Down

Restaurant

Small Hotel

Large Hotel

Outpatient Health

No Impact

Savings Will Not
be Captured

90.1-04g

6. HVAC

Amends minimum efficiency levels
of air-cooled air conditioners and
heat pumps

> 65,000 Btu/h in Tables 6.8.1A and
6.8.1B to be consistent with Federal
minimum standards.

NO CREDIT GIVEN IN
DETERMINATION

o

90.1-04h

6. HVAC

Revises the exceptions to Sections
6.4.3.1.2 and 6.4.3.6 by removing
data processing centers from
having specific exceptions on
temperature and humidification
dead bands.

90.1-04i

9. Lighting

Adds language to Section 9.1.4(b)
allowing flexibility in assigning
wattage to luminaires with multi-
level ballasts where other luminaire
components would restrict lamp
size.

90.1-04]

9. Lighting

This addendum to Section 9.4.1.3
allows additional flexibility in
complying with the controls
requirements by allowing
additional combinations of
commonly available control
equipment.

90.1-04k

Normative
Appendix A.
Rated R-Value
of Insulation
and Assembly
U-, C-, and F-
Factor
Determinations

Adds U-factors for R-19 insulation
in screw down roofs.
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Addendum

Section
Affected

Description

Large Office

Medium Office

Hospital

Warehouse

Mid-Rise

Apartment

Small Office

Stand Alone

Retail

Strip Mall Retail

Primary School

Secondary School

Fast-Food
Restaurant

Sit-Down

Restaurant
Small Hotel

Large Hotel

Outpatient Health

No Impact

Savings Will Not

be Captured

90.1-041

12. Normative
References

This addendum updates the
reference to ASHRAE Standard
140.

o

90.1-04m

9. Lighting

This addendum revises the exception
to Section 9.2.2.3 to provide an option
for compliance that exempts
commonly used furniture mounted
track lighting if it incorporates
automatic shutoff.

90.1-04n

5. Envelope

Revises Section 5.5.4.4.1 to provide
an exception to allow a user to take
credit for overhangs toward
compliance with maximum SHGC
requirements.

90.1-040

Appendix D.
Climatic Data

Adds additional climatic data for
China and Taiwan and corrects errors
for climatic data for Malaysia and
Mexico.

90.1-04p

9. Lighting

This addendum modifies Exception
(g) to Section 9.2.2.3 to allow for
increased lighting for medical- and
age-related issues in addition to visual
impairment.

90.1-04q

6. HVAC

Removes Exception (a) to Section
6.4.3.2 for HVAC systems serving
hotel/motel rooms and guest rooms.

90.1-04r

12.
Normative
References

Updates reference to ARI Standard
340/360 from 2000 to 2004 edition.
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Table 7.1. contd

Addendum Section Description 3 =
® = - @ L — =] - | = = =
Affected S| E|=| 8|25 |55 5 |c<|28|=8 E| 2|52k,
S|z | 2| 2|BE|C|Z5|28 C|28lss2s| 2|5 |55 Elat 2
| 2| E| 2|28 3 |22|88| E|E3|sE|2E 5| a|ed|cESS
ST 512 |7 | £ |97 2| 21377 ¢
90.1-04s 6.HVAC and | Updates language in the standard X
12. Normative | based on differences between
References Standard 62-1999 and 62.1-2004.
The reference has also been updated.
NO CREDIT GIVEN IN
DETERMINATION
90.1-04t 6. HVAC and | Changes Table 6.8.1F to add an X
12. Normative | additional requirement of
References combustion efficiency to the current
requirement of thermal efficiency
for boilers, which will increase
minimum efficiency. The reference
in Section 12 has also been changed
to reflect the change in the table.
90.1-04u Informative Requires that systems 1-4 shall be X
Appendix G | modeled with a system for each
thermal block and systems 5-8 shall
be modeled with a separate system
for each floor.
90.1-04v 6. HVAC Modifies the provisions of Section X | X X
6.4.3.8 to allow for demand control
ventilation.
90.1-04x 12. Normative | This addendum updates the X
References normative references in Section 12
and and Informative Appendix G for
Informative ATM-02 to ATM-04.
Appendix G
90.1-04y 5. Envelope, Adds a reference and method of test X
12. Normative | for deriving SRI (ASTM Test
References, Method E, 1980) for high albedo
and Appendix | roofs. The changes in the standard
G were in both Section 5 and
Informative Appendix G.
90.1-04aa 9. Lighting Modifies Section 9.1 to clarify some X
lighting requirements.
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Addendum

Section

Description

= —_— -
Affected s | & sl.elgleg |E181s |wzloglzlzls | 5|23
E|S| 2| 2|28l E|s=®|2|5=|25E5 5|2 |8<| 8|85
Clz|E|2|BElC|Z8 2|2 |EEc5 25 E|E|55 g[8
o @ O |l =l = |= 2 |9 "5 - 8 Qn 8| = el ==z =
Bl E| 2| S(EE FIE% 2| 2|22z 2| B|ES| 5 |E°
3 § = < & |# % = | Pl Z ] 3 (@ Z';g
3£ 3
90.1-04ab 11 Energy Changes references to lighting X
Cost Budget | sections and subsections to match
Method and | current standard.
Informative
Appendix G
Performance
Rating
Method
90.1-04ac 6. HVAC and | Modifies the fan power limitation XXX X[ XXX XX |1 XX
3. Definitions | requirements in Section 6.5.3.
90.1-04ad 5. Envelope | Changes the exception to Section X
5.3.1.1 to add a requirement that
values for solar reflectance and
thermal emittance be determined
by a laboratory accredited by a
nationally recognized organization
such as the Cool Roof Rating
Council.
90.1-04ae 11. Energy Clarifies that average LPD for each X | X
Cost Budget | thermal block should be modeled.
Method and
Informative
Appendix G
90.1-04ag Informative | Clarifies that only HVAC fans that X
Appendix G | provide outdoor air for ventilation
Performance | need to be modeled as running
Rating continuously.
Method
90.1-04ah 11 Energy Clarifies what to assume in budget X | X
Cost Budget | building model is condenser heat
Method recovery is required by Section
6.5.2
90.1-04ai 9. Lighting | Modifies the interior lighting X

power requirements for retail
display lighting in Section 9.6.2.
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90.1-04aj 5. Envelope | Modifies the exception to Section X
5.5.3.1 by adding the ASTM Test
Method E 1980—Standard Practice
for Calculating SRI of Horizontal
and Low Sloped Opaque Surfaces.
90.1-04ak 6. HVAC Changes Table 6.2.1G to add X
requirements for cooling towers to
be tested to CTI test procedures
and to update the corresponding
references in Section 6.2.1.
90.1-04al Normative Changes “metal spanning X | X
Appendix A. | members” to “metal roof panels” in
Rated definition of metal building roofs,
R-Value of | includes mention of thermal spacer
Insulation and | blocks for standing seam roofs in
Assembly Table A2.3 and changes
U-Factor, description of “screw-down roofs”
C-Factor, and F-| to “thru-fastened roofs without
Factor thermal spacer blocks.”
Determinations
90.1-04am |11. Energy Cost| Changes the minimum flow X | X
Budget Method | setpoints of VAV systems to 0.4
and Informative| cubic feet per minute (cfm)/ft* of
Appendix G | floor area OR the minimum
Performance | ventilation rate, whichever is
Rating Method | larger.
90.1-04an 6. HVAC Modifies equipment efficiency X X X X

requirements for commercial
boilers in Table 6.8.1F.
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90.1-04a0 6. HVAC Adds a footnote for increasing unit X
heater efficiency requirements
(requiring intermittent ignition
devices, power venting, or flue
dampers) to comply with Federal
law.
NO CREDIT GIVEN IN
DETERMINATION
90.1-04ap 9. Lighting Clarifies the intent of a “sales area” X
space in Table 9.6.1.
90.1-04aq 12. Updates references for CTI ATC- X1 X
Normative 105 and STD-201.
References
90.1-04ar 6. HVAC Lowers the part-load fan power X X |1 X
limitation from 15 HP to 10 HP in
Section 6.5.3.2.1.
90.1-04as 5. Envelope | Modifies the opaque assembly X[ X X[ XX X[ XXX X][X[X]X]|X]X
requirements in Tables 5.5-1
through 5.5-8.
90.1-04at 5. Envelope | Modifies the fenestration XTI XX X[ XXX XX X|X|X]|X]|X]|]X
requirements in Tables 5.5-1
through 5.5-8.
90.1-04av 5. Envelope | Adds an exception to Section X

5.5.4.4.1 to allow credit for
overhangs toward compliance with
the maximum SHGC requirements.




8.0 Modeling of Specific Addenda

A review of Table 7.1 shows that of the 44 addenda to Standard 90.1-2004, 9 are addressed in the
quantitative analysis through impacts on one or more of the building prototypes: 90.1¢, 90.1q, 90.1v,
90.1ac, 90.1ai, 90.1an, 90.1ar, 90.1as, and 90.1at. Thirty-three addenda are considered to have little to no
significant impact on commercial building energy use and are not modeled explicitly. Discussion of
addenda identified as having no impact in Table 3 is provided in the qualitative analysis. Of these 32, 4
addenda (90.1-04f, 90.1-04g, 90.1-04s, 90.1-04a0) are not modeled due to the equipment efficiency and
ventilation concerns addressed previously. Two more addenda (90.1-04b, 90.1-04h) are not modeled as
they impact equipment not included in the reference building models but would be expected to improve
energy efficiency in the building population as a whole. These last 6 addenda are shown in Table 8.1,
with the reason for their not being included also shown.

Table 8.1. Special Consideration Addenda

Addenda Reason for Not Including in Quantitative Analysis

90.1-04b No ASHRAE reference building model used single package vertical equipment. This is a niche
product application for which the ASHRAE standards have already been incorporated as national
manufacturing standards.

90.1-04f Addendum reflects previously enacted national manufacturing standards for three-phase air cooled
air conditioners and heat pumps and uses the same effective date as the national standards (see
previous discussion).

90.1-04¢g Addenda reflects previously enacted national manufacturing standards for three-phase air cooled air
conditioners and heat pumps and uses same effective date (see previous discussion).
90.1-04h No ASHRAE reference building model specifically included computer data centers that would be

affected by this addendum. When considering all buildings in the general population which do
incorporate data centers, this addendum would be expected to result in some limited improvement
in energy efficiency.

90.1-04s Impact from change in referenced version of ASHRAE Standard 62.1 ventilation standard and
corresponding change in Standard 90.1 references to Standard 62 deemed to have little direct
impact on efficiency improvements from Standard 90.1 (see previous discussion).

90.1-04a0 Addendum reflects previously enacted national manufacturing standards for unit heaters uses the
same effective date as the national standards (see previous discussion).

8.1 Addendum 90.1-04c — Vestibules (almost all buildings)

Addendum 90.1-04c revised the Standard 90.1-2004 definition of a “building entrance” and modifies
Section 5.4.3.4 vestibules to both change when vestibules are required as well as explicitly requiring that
the exterior envelope of a vestibule comply with envelope requirements of a conditioned space and that
the interior envelope of a vestibule comply with envelope requirements for semi-heated space.

The discussion of envelope requirements for the outer wall of the vestibules and the adjoining wall
between vestibule and interior building zone is more explicit than the language of Standard 90.1-2004,
but this impact was not considered in the quantitative analysis as the impact was believed to be relatively
minor. More significant are the treatment of the climate zones and building types for which vestibules
would be required. Addendum 90.1-04c modified the section 5.4.3.4 exceptions such that vestibules
would be required in many more buildings. In particular, Standard 90.1-2004 had an exception to
vestibule requirements for buildings less than four stories high. This exception was modified such that it
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would apply only to buildings in climate zones 3 and 4 and then only when the building size was less than
10,000 ft*. An additional exception was provided for all very small buildings (less than 1,000 ft*) in all
climate zones.

This impact of this addenda to Standard 90.1-2004 was modeled by first identifying which of the
building prototypes would be affected, and if so, in which climates. For this analysis, building types not
affected by the vestibule requirement were given the same defined level of infiltration calculated for each
building in the 90.1-2004 baseline. Baseline infiltration was developed based on wind-driven models for
exterior wall infiltration and an assumed air leakage rate of 1.8 cfi/ft* of exterior envelope area at 0.30
in. wc (inches water column) pressure difference across the envelope.' In general, buildings considered
not affected by the Addenda 90.1-04c were tall buildings four stories or greater. Table 8.2 shows the
vestibule requirements for each prototype in each climate zone for Standard 90.1-2004.

Table 8.3 shows the same information for Standard 90.1-2007.

The primary energy benefit of vestibules is to reduce infiltration in buildings during door openings.
Infiltration rate for an open door was calculated for each building using a simplified method that takes
into account design wind speed, door area, and building height to a neutral pressure plan (used to estimate
the stack effect driven air pressure on the door) of one half the building height and a multiplication
coefficient that is a function of door opening frequency.

Peak infiltration rates were first defined per unit door area for each prototype based on design day
wind speeds of 15 mph, building height for each affected prototype, and average annual outdoor
temperature, and defined based on study data for different building types. In addition, reduction in peak
infiltration rates using vestibules were derived for buildings with vestibules and automatic doors based on
an ASHRAE research project study as a function of door opening frequency.? Door opening frequency
was estimated for a “peak period” and an off-peak period for each building prototype. The hours defined
by peak door opening frequency were based on the building occupancy schedule and identification of
hours where occupancy (as a proxy for door use) was significantly high compared to the low unoccupied
period for each particular building type.

Appendix A provides details of the modeling strategy for infiltration rates, door opening schedule
development, and calculated peak and off-peak door infiltration rates by prototype.

1. Gowri, K., D. W. Winiarski, and R. E. Jarnagin. Infiltration Modeling Guidelines for Commercial Building Energy
Analysis. 2009. Pacific Northwest National Laboratory: Richland, WA. Report No. PNNL-18898.

2. Yuill, G. K. Impact of High Use Automatic Doors on Infiltration.1996. ASHRAE: Atlanta, GA. Project 763-TRP.
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Table 8.2. ASHRAE 90.1-2004 Vestibule Requirement for All Prototypes in Each Zone*

Building Prototype Zone
1 2 3 4 5 6 7 8
Large Office No (a) No (a) Yes Yes Yes Yes Yes Yes
Medium Office (b),(e) No(a) No (a) No No No No No No
Hospital No (a) No (a) Yes Yes Yes Yes Yes Yes
Warehouse (b),(e) No(a) No(a) No No No No No No
Mid-Rise Apartment (e) No(a) No(a) No No No No No No
Small Office (b),(e) No(a) No(a) No No No No No No
Strip Mall (b) No(a) No(a) No No No No No No
Stand-Alone Retail (b) No(a) No(a) No No No No No No
Primary School (b),(e) No(a) No(a) No No No No No No
Secondary School (b),(e) No(a) No(a) No No No No No No
Small Hotel (¢) No (a) No (a) No No No No No No
Large Hotel No(a) No (a) Yes Yes Yes Yes Yes Yes
Outpatient Health Care (b) No (a) No (a) No No No No No No
Fast-Food Restaurant (b),(e) No(a) No (a) No No No No No No
Sit-Down Restaurant (b) No(a) No(a) No No No No No No

*The vestibule requirement exceptions in 90.1-2004 are shown in parentheses (see Appendix A for the description of exceptions).

Table 8.3. ASHRAE 90.1-2007 Vestibule Requirement for All Prototypes in Each Zone*

Building Prototype Zone
1 2 3 4 5 6 7 8
Large Office No (d) No (d) Yes Yes Yes Yes Yes Yes
Medium Office No(d) No(d) Yes Yes Yes Yes Yes Yes
Hospital No (d) No (d) Yes Yes Yes Yes Yes Yes
Warehouse No(d) No(d) Yes Yes Yes Yes Yes Yes
Mid-Rise Apartment No (d) No (d) Yes Yes Yes Yes Yes Yes
Small Office No(d) No(d) No(e) Nof(e) Yes Yes Yes Yes
Strip Mall No(d) No(d) Yes Yes Yes Yes Yes Yes
Stand-Alone Retail No(d) No(d) Yes Yes Yes Yes Yes Yes
Primary School No(d) No(d) Yes Yes Yes Yes Yes Yes
Secondary School No(d) No(d) Yes Yes Yes Yes Yes Yes
Small Hotel No(d) No(d) Yes Yes Yes Yes Yes Yes
Large Hotel No(d) No(d) Yes Yes Yes Yes Yes Yes
Outpatient Health Care No (d) No (d) Yes Yes Yes Yes Yes Yes
Fast-Food Restaurant No(d) No(d) No(e) Nol(e) Yes Yes Yes Yes
Sit-Down Restaurant No(d) No(d) No(e) No(e) Yes Yes Yes Yes

*The vestibule requirement exceptions in 90.1-2007 are shown in parentheses (see Appendix A for the description of exceptions).

8.2 Addendum 90.1-04q — Off-Hour Controls Exception for
Hotel/Motel Removed

Standard 90.1-2004 had requirements for off-hour controls (e.g., thermostat setback) that are required
for most conditioned building spaces. An exception was provided for HVAC systems serving motel and
hotel guest rooms. This original exception was based largely on the premise that such systems would not
be cost effective because hotel and motel guest rooms are under control of the occupant and a controller
could not be set up without prior knowledge of when a space would be unoccupied. Addendum 90.1-04q
removed this exception, noting that there are controls specific to hotel/motel applications that can be
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incorporated to indicate when rooms are unoccupied (considered off-hour) and thus control certain
HVAC functions, including thermostat set point.

To model the effect of Addendum 90.1-04q on hotels and motels, the occupied guestroom heating and
cooling thermostat set points were modified from a constant 70°F indoor set point condition to a set point
schedule that went to 66°F for heating and 74°F for cooling from 9 a.m. to 4 p.m. each day. This
assumption was based on a similar analysis done for the DOE Advanced Energy Design Guide for
Highway Lodging, with the basis discussed in the technical support document for that project.’

8.3 Addendum 90.1-04v — Update for Demand-Controlled Ventilation
Requirements

Standard 90.1-2004 has specific ventilation requirements for high occupancy spaces that required a
method to automatically reduce the ventilation rates when spaces are partially occupied (Section 6.4.3.8,
Ventilation Controls for High Occupancy Areas). High occupancy areas for which these requirements
existed were spaces with design occupancy of greater than 100 persons per 1,000 ft* floor area served by
systems with greater than 3,000 cfim of design outdoor air flow.

Addendum 90.1-04v modified the provisions of Section 6.4.3.8 by extending the requirement for
demand controlled ventilation by setting a minimum size threshold for the spaces so that it would apply
only to spaces larger than 500 ft* but lowering the design occupancy density threshold from 100 persons
per 1,000 ft* to 40 persons per 1,000 ft* (100 m?) of floor area.

The impact of this addendum was analyzed by first identifying buildings prototypes with spaces that
would be considered high occupancy. High occupancy spaces were identified for three prototypes:
primary school, secondary school, and large hotel.

For the primary and secondary schools, a demand controlled ventilation controller was implemented
in the EnergyPlus model for the cafeteria space by modifying the minimum outdoor air schedule from a
fixed minimum outdoor air to a controller-based outdoor air schedule with a minimum outdoor air level
per square foot of floor area and an additional minimum ventilation rate per occupant. The outdoor air
required by the space is the sum of the ventilation per square foot and the additional ventilation rate per
occupant. For the secondary school, the auditorium space already fell under the demand controlled
ventilation requirements in Standard 90.1-2004 and is modeled as demand controlled ventilation in both
versions of Standard 90.1 using a similar strategy.

For the hotel, demand controlled ventilation controller was implemented in the following zones of the
large hotel building: café-first floor, sixth-floor banquet room, and sixth-floor dining room. Each of the
controllers are implemented by modifying the minimum outdoor air schedule in the Standard 90.1-2004
versions from a fixed minimum outdoor air to a controller based outdoor air schedule with a minimum
outdoor air level per square foot of floor area and an additional minimum ventilation rate per occupant.

3. Jiang, W., R. E. Jarnagin, K. Gowri, M. McBride, and B. Liu. Technical Support Document: The Development of the
Advanced Energy Design Guide for Highway Lodging Buildings. 2008. Pacific Northwest National Laboratory: Richland,
WA. Report No. PNNL-17875.
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8.4 Addendum 90.1-04ac — Fan Power Requirements

Addendum 90.1-04ac is a significant update to the treatment of maximum fan power allowances in
Standard 90.1-2004. ASHRAE Standard 90.1-2004 specifies maximum fan power allowances for fans
systems with total fan power exceeding 5 hp (3.73 kilowatts [kW]) in Section 6.5.3. Addendum 90.1-04ac
strengthens stringency in fan power limitations for simple systems. It also expands the coverage for many
complex systems to properly address complex exhaust fan systems associated with hospitals and
laboratories, spaces for which it was possible to claim exemption in 90.1-2004 because the coverage of
fans for these systems was not explicit and could be considered as exempt due to the overlap between fan
system design and health and safety impacts for these type of buildings.

Addendum 90.1-04ac changes the fan power allowance structure to be based on a continuous curve
for allowed horsepower as a function of design fan air volume (the Standard 90.1-2004 requirement had a
step function in the allowed motor horsepower curve based on system air flow volume), but also
providing two distinct compliance path options. The first path is similar to Standard 90.1-2004 in that it
defines total allowable fan system nameplate motor horsepower based on system design air volume (with
different curves provided for constant volume and variable volume systems). The second path defines the
allowable fan system fan brake horsepower as a function of design fan volume and specific pressure drop
adjustments for key system components. The latter path allows for higher fan power to be provided for,
but only where it is actually needed due to the presence of specific system components such as fully
ducted return and exhaust systems, high efficiency particulate filtration, air cleaners, and heat recovery
devices. Because these components are widely used in hospitals and laboratories, this second path can be
considered as providing a path that eliminates a need to exempt these applications.

The EnergyPlus program simulates fan power by considering three inputs: the design pressure drop
through the fan, total fan efficiency, and the motor efficiency. For modeling of systems in accordance
with a version of Standard 90.1 where the maximum fan power has been specified, the approach was to
calculate a corresponding design pressure drop for each air system using the following equation:

Design Pressure Drop = (brake horsepower x fan efficiency x 6356)/cfm

where:

cfm = supply fan airflow as determined by EnergyPlus sizing runs,

fan efficiency = 65 percent, based on assumptions used by the ASHRAE Standard 90.1
Committee while developing fan power requirements for the Standard,
allowed brake horsepower.

brake horsepower

Once the brake horsepower is established for a fan system, the nameplate horsepower is calculated
using a 10 percent over sizing factor (i.e., nameplate horsepower = brake horsepower x 1.1, as allowed
under Standard 90.1). The nameplate motor horsepower is used in the calculation of the fan motor
efficiency.

For comparing Standard 90.1-2004 and Standard 90.1-2007 versions, a rule set was established for
determining fan system brake horsepower based on fan system type and system air volume and the fan
efficiency. This rule set is shown in Table 8.4 and is based on the following assumptions.
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Systems of less than or equal to five nameplate hp are not regulated by Section 6.5.3.1, Fan Power
Limitation, in either version of Standard 90.1.

Fan mechanical efficiency for the purpose of the calculations is set to 65 percent.

Total static pressure assumption for constant volume fan systems less than 7,437 cfm is at 2.5 in. wc
based on Small Retail Building Advanced Energy Design Guide Assumptions;* 7,437 cfm at 2.5 in.
wec total static pressure requires 4.5 brake hp or greater than 5 nameplate motor hp once motor
efficiencies and safety factors have been accounted for.

For constant air volume (CAV) fan systems, assume that if system air volume is greater than 7,437
cfm, the fan power limitation applies.

For VAV system, assume that if the design air volume is greater than 4,648 cfm, the fan power
limitation applies. This is based on an assumption of 4 in. wc static pressure for small variable air
volume systems.

Unit heater total static pressure is equal to 0.2 in. wc and motor efficiency is assumed equal to 82.5
percent, based on review of manufacturers’ catalog data. This is applied to all sizes of unit heater.

The packaged terminal air conditioner (PTAC), packaged terminal heat pump (PTHP), and fan coil
units (FCU) are assumed to have total static pressure of 1.33 in. wc based with fan motor efficiency
set to 0.8 in. wc. This reflects total fan power for this equipment and is based on fan power
assumptions used in Standard 90.1-2007, Informative Appendix G, Performance Rating Method, for
modeling of fan systems for these types of equipment.

Table 8.4. Rules for Establishing Fan Power in Quantitative Analysis Simulations

Fan Power Limitation Rule for 90.1-2004

System CFM Range TSP Fan Efficiency
in. we
CAV <7,437 2.50 0.65
VAV < 4,648 4.00 0.65
CAV > 7,437 & <20,000 4.46 0.65
CAV >20,000 4.09 0.65
VAV > 4,648 & < 20,000 6.32 0.65
VAV >20,000 5.58 0.65
Unit Heater All 0.2 0.65
PTAC, PTHP, or FCUs All 1.33 0.65
CAV <17,437 2.50 0.65
VAV < 4,648 4.00 0.65
CAV > 17,437 4.09 0.65
VAV > 4,648 5.58 0.65
Unit Heater All 0.2 0.65
PTAC, PTHP, or FCUs All 1.33 0.65

Liu, B., R. E. Jarnagin, D. W. Winiarski, W. Jiang, M. F. McBride, and C. Crall. Technical Support Document: The
Development of the Advanced Energy Design Guide for Small Retail Buildings. 2006. Pacific Northwest National
Laboratory: Richland, WA. Report No. PNNL-16031.

8.6



The last required input, motor efficiency, is taken directly from Table 10.8 of Standard 90.1- 2004
and reflects minimum Federal efficiency standards, based on motor nameplate size and assuming
enclosed motors operating at 1,800 rpm.

8.5 Addendum 90.1-04ai — Lighting in Retail Buildings

ASHRAE 90.1-2004 defines maximum whole building interior lighting power using two possible
compliance paths: (1) a tabulated whole building LPD, defined in units of maximum allowed installed
lighting power per square foot of floor space by building type in what is called the building-area method
compliance path and, (2) a more flexible approach to establishing the maximum allowed interior whole
building lighting power based on the space-by-space method of calculating interior lighting power
compliance path. The space-by-space method defines lighting power for individual spaces within a
building and using the sum of the products of the allowed LPD by space and the square footage of each
space type with a building, establishes an allowed whole building lighting power. In the space-by-space
compliance path, ad