Draft Proposal CB-12
This concept has been developed by the DOE Building Energy Codes Program (BECP) as a possible code change proposal to the Commercial provisions of the 2012 International Energy Conservation Code (IECC).   Interested parties are asked to submit any and all comments on DOE's initial concepts and draft code change proposals. For instructions on submitting comments, visit:

www.energycodes.gov/development/commercial/codes/iecc/concepts/
Fenestration U-Factor and SHGC Provisions (CB-12)

Objective:  Clarify the provisions in the code related to maximum U-factor and SHGC.

Suggested Code Change Proposal

Revise Section C402.3.3 as follows: 

C402.3.3  Maximum U-factor and SHGC.  For vertical fenestration, the The maximum U-factor and solar heat gain coefficient (SHGC) for fenestration shall be as specified in Table C402.3, based on the window projection factor.  For skylights, the maximum U-factor and solar heat gain coefficient (SHGC) shall be as specified in Table C402.3.

(Move the remaining text and Equation 4-2 after Section C402.3.3.1)

Reason:  Clarification and to increase simplicity of the code.  The opening section (parent) need only state the scope and criteria.  The adjustment of fenestration other than skylights is then adequately covered in Section C402.3.3.1 with the relocation of the noted text and equation.

Cost Impact:   There is no cost impact associated with this proposed change.

